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EVAPORADORES Serie CC – Paso de aletas 7mm   “Kobol”                           60 Hz
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	Código
	Modelo
	Unidad
	ENV

328
	Tevap = -5ºC
	Tevap = -25ºC
	Sup.
	Caudal
	Dardo
	Peso
	

	
	
	
	
	DT=5
	DT=7
	DT=8
	DT=10
	DT=5
	DT=7
	DT=8
	DT=10
	m²
	m³/h
	m.
	Kg.
	

	KOB3-8880110005
	CC-5
	Kcal/h
	
	297
	447
	546
	728
	273
	392
	461
	663
	2,95
	800
	12
	8
	

	
	
	W
	407
	345
	520
	635
	847
	317
	456
	536
	770
	
	
	
	
	

	KOB3-8880110009
	CC-9
	Kcal/h
	
	517
	780
	952
	1.269
	476
	683
	803
	1.155
	5,88
	650
	10
	10
	

	
	
	W
	709
	601
	906
	1.107
	1.475
	553
	794
	934
	1.343
	
	
	
	
	

	KOB3-8880110015
	CC-15
	Kcal/h
	
	839
	1.264
	1.543
	2.057
	771
	1.108
	1.303
	1.872
	6,46
	1.800
	19
	15
	

	
	
	W
	1.150
	975
	1.470
	1.794
	2.392
	897
	1.288
	1.515
	2.177
	
	
	
	
	

	KOB3-8880110019
	CC-19
	kcal/h
	
	1.073
	1.617
	1.973
	2.631
	987
	1.417
	1.666
	2.395
	8,88
	2.400
	12
	19
	

	
	
	W
	1.471
	1.247
	1.880
	2.295
	3.060
	1.147
	1.647
	1.937
	2.784
	
	
	
	
	

	KOB3-8880110027
	CC-27
	kcal/h
	
	1.494
	2.252
	2.749
	3.665
	1.374
	1.973
	2.321
	3.335
	12,64
	2.800
	23
	23
	

	
	
	W
	2.049
	1.737
	2.618
	3.196
	4.262
	1.598
	2.295
	2.698
	3.878
	
	
	
	
	

	KOB3-888110033
	CC-33
	kcal/h
	
	1.802
	2.716
	3.315
	4.420
	1.658
	2.380
	2.799
	4.023
	12,92
	3.670
	19
	27
	

	
	
	W
	2.471
	2.095
	3.158
	3.855
	5.140
	1.927
	2.767
	3.254
	4.677
	
	
	
	
	

	KOB3-888110041
	CC-41
	kcal/h
	
	2.277
	3.431
	4.189
	5.585
	2.094
	3.007
	3.536
	5.083
	19,39
	3.200
	18
	31
	

	
	
	W
	3.122
	2.648
	3.990
	4.870
	6.494
	2.435
	3.497
	4.112
	5.910
	
	
	
	
	

	KOB3-888110050
	CC-50
	kcal/h
	
	2.750
	4.145
	5.059
	6.745
	2.530
	3.632
	4.271
	6.139
	19,39
	5.490
	19
	38
	

	
	
	W
	3771
	3.198
	4.819
	5.883
	7.844
	2.941
	4.223
	4.966
	7.138
	
	
	
	
	

	KOB3-888110056
	CC-56
	kcal/h
	
	3.065
	4.619
	5.638
	7.517
	2.819
	4.048
	4.760
	6.841
	25,2
	5.600
	23
	42
	

	
	
	W
	4.202
	3.564
	5.371
	6.556
	8.741
	3.278
	4.707
	5.534
	7.955
	
	
	
	
	

	KOB3-888110075
	CC-75
	kcal/h
	
	4.113
	6.198
	7.566
	10.088
	3.783
	5.432
	6.387
	9.181
	37,92
	5.360
	22
	51
	

	
	
	W
	5.640
	4.782
	7.207
	8.798
	11.730
	4.399
	6.316
	7.427
	10.676
	
	
	
	
	

	KOB3-888110085
	CC-85
	kcal/h
	
	4.667
	7.034
	8.586
	11.448
	4.293
	6.164
	7.249
	10.419
	37,92
	8.540
	23
	62
	

	
	
	W
	6.400
	5.427
	8.179
	9.984
	13.312
	4.992
	7.168
	8.429
	12.115
	
	
	
	
	

	KOB3-888110114
	CC-114
	kcal/h
	
	6.199
	9.342
	11.404
	15.205
	5.702
	8.187
	9.627
	13.838
	56,88
	8.050
	22
	75
	

	
	
	W
	8.500
	7.208
	10.863
	13.260
	17.680
	6.630
	9.520
	11.195
	16.091
	
	
	
	
	


EVAPORADORES Serie CR – Paso de aletas 4,5mm   “Kobol”                         60 Hz

	Código
	Modelo
	Unidad
	ENV
	Tevap = -5ºC
	Super.
	Caudal
	Dardo
	Peso
	

	
	
	
	328
	DT=5
	DT=7
	DT=8
	DT=10
	m²
	m³/h
	m.
	Kg.
	

	KOB3-880100009
	CR-9
	kcal/h
	
	500
	758
	926
	1235
	5,63
	800
	10
	9
	

	
	
	W
	780
	581
	882
	1.077
	1.436
	
	
	
	
	

	KOB3-880100012
	CR-12
	kcal/h
	
	672
	1.019
	1.245
	1.660
	8,45
	650
	9
	11
	

	
	
	W
	1.049
	781
	1.185
	1.447
	1.930
	
	
	
	
	

	KOB3-880100018
	CR-18
	kcal/h
	
	1.006
	1.526
	1.863
	2.484
	8,45
	1.600
	10
	14
	

	
	
	W
	1.570
	1.169
	1.774
	2.166
	2.888
	
	
	
	
	

	KOB3-880100025
	CR-25
	kcal/h
	
	1.352
	2.051
	2.505
	3.340
	13,83
	1.500
	18
	18
	

	
	
	W
	2.110
	1.572
	2.385
	2.912
	3.883
	
	
	
	
	

	KOB3-88100032
	CR-32
	kcal/h
	
	1.751
	2.656
	3.243
	4.324
	16,89
	2.200
	9
	22
	

	
	
	W
	2.733
	2.036
	3.088
	3.771
	5.028
	
	
	
	
	

	KOB3-88100039
	CR-39
	kcal/h
	
	2.112
	3.204
	3.912
	5.216
	18,03
	2.825
	22
	24
	

	
	
	W
	3.297
	2.456
	3.725
	4.549
	6.066
	
	
	
	
	

	KOB3-88100044
	CR-44
	kcal/h
	
	2.398
	3.637
	4.442
	5.923
	18,43
	3.500
	19
	28
	

	
	
	W
	3.743
	2.789
	4.230
	5.165
	6.887
	
	
	
	
	

	KOB3-88100052
	CR-52
	kcal/h
	
	2.717
	4.121
	5.032
	6.709
	24,13
	2.870
	18
	36
	

	
	
	W
	4.240
	3.159
	4.792
	5.852
	7.802
	
	
	
	
	

	KOB3-88100067
	CR-67
	kcal/h
	
	3.626
	5.500
	6.716
	8.955
	27,65
	5.250
	19
	40
	

	
	
	W
	5.659
	4.216
	6.395
	7.810
	10.413
	
	
	
	
	

	KOB3-88100079
	CR-79
	kcal/h
	
	4.270
	6.477
	7.910
	10.547
	36,06
	5.650
	22
	45
	

	
	
	W
	6.665
	4.966
	7.532
	9.198
	12.264
	
	
	
	
	

	KOB3-88100096
	CR-96
	kcal/h
	
	5.227
	7.928
	9.682
	12.909
	54,09
	5.200
	20
	55
	

	
	
	W
	8.158
	6.078
	9.219
	11.258
	15.011
	
	
	
	
	

	KOB3-88100119
	CR-119
	kcal/h
	
	6.428
	9.750
	11.907
	15.876
	54,09
	8.475
	22
	65
	

	
	
	W
	10.033
	7.474
	11.337
	13.845
	18.460
	
	
	
	
	

	KOB3-88100148
	CR-148
	kcal/h
	
	7.990
	12.119
	14.801
	19.734
	81,07
	7.800
	20
	81
	

	
	
	W
	12.471
	9.291
	14.092
	17.210
	22.947
	
	
	
	
	


CARACTERÍSTICAS COMUNES de EVAPORADORES   “Kobol”

	MODELOS
	Ventilador
	Potencia
	Corriente
	Dimensiones
	Entrada
	Salida
	Resistencia

	
	N
	Ø mm.
	W
	A
	A
	B
	C
	D
	E
	Ø
	Ø
	W(mod. XC)

	CR-9
	CC-5
	1
	250
	56
	0,35
	575
	355
	410
	370
	375
	1/2”
	1/2”
	800

	CR-12
	CC-9
	1
	250
	56
	0,35
	575
	355
	410
	370
	375
	1/2”
	1/2”
	1.066

	CR-18
	-------
	2
	250
	112
	0,7
	905
	685
	410
	370
	375
	1/2”
	1/2”
	-------

	CR-25
	CC-15
	1
	315
	110
	0,5
	695
	475
	410
	410
	440
	1/2”
	5/8”
	1.050

	CR-32
	CC-19
	3
	250
	168
	1,05
	1235
	1.015
	410
	370
	375
	1/2”
	5/8”
	2184

	CR-39
	CC-27
	1
	350
	145
	0,65
	905
	685
	490
	450
	565
	1/2”
	5/8”
	1.980

	CR-44
	CC-33
	2
	315
	220
	1
	1.145
	925
	450
	410
	440
	1/2”
	518”
	1995

	CR-52
	CC-41
	2
	315
	220
	1
	1.145
	925
	450
	410
	440
	1/2”
	7/8” -5/8”
	2.660

	CR-67
	CC-50
	3
	315
	330
	1,5
	1.565
	1.345
	450
	410
	410
	1/2”
	7/8”
	2940

	CR-79
	CC-56
	2
	350
	290
	1,3
	1.565
	1.345
	490
	450
	565
	1/2”
	7/8”
	3.840

	CR-96
	CC-75
	2
	350
	290
	1,3
	1.565
	1.345
	490
	450
	565
	5/8”
	1 1/8”
	3840

	CR-119
	CC-85
	3
	350
	435
	1,95
	2.225
	2.005
	490
	450
	565
	5/8”
	1 1/8”
	5.680

	CR-148
	CC-114
	3
	350
	435
	1,95
	2225
	2.005
	490
	450
	565
	5/8”
	13/8”-11/8"
	5.680


EVAPORADORES Serie ECC – Paso de aletas 7mm   “Kobol”                         60 Hz
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	Código
	Modelo
	Unidad
	ENV

328
	Tevap = -5ºC
	Tevap = -25ºC
	Sup.
	Caudal
	Dardo
	Peso
	

	
	
	
	
	DT=5
	DT=7
	DT=8
	DT=10
	DT=5
	DT=7
	DT=8
	DT=10
	m²
	m³/h
	m.
	Kg.
	

	KOB4-8880210121
	ECC-121
	kcal/h
	
	6.614
	9.968
	12.188
	16.224
	6.084
	8.736
	10.273
	14.765
	59,64
	11.700
	25
	121
	

	
	
	 W
	9.070
	7.691
	11.591
	14.149
	18.865
	7.074
	10.158
	11.945
	17.169
	
	
	
	
	

	KOB4-8880210130
	ECC-130
	kcal/h
	
	7.101
	10.702
	13.063
	17.418
	6.532
	9.379
	11.029
	15.852
	57,96
	18.600
	40
	146
	

	
	
	 W
	9.737
	8.257
	12.444
	15.190
	20.253
	7.595
	10.906
	12.824
	18.433
	
	
	
	
	

	KOB4-8880210182
	ECC-182
	kcal/h
	
	9.927
	14.960
	18.261
	24.348
	9.131
	13.111
	15.417
	22.159
	87,08
	17.700
	38
	167
	

	
	
	 W
	13.612
	11.543
	17.396
	21.234
	28.312
	10.617
	15.245
	17.927
	25.767
	
	
	
	
	

	KOB4-8880210231
	ECC-231
	kcal/h
	
	12.589
	18.973
	23.160
	30.880
	11.580
	16.628
	19.552
	28.103
	119,47
	21.700
	40
	199
	

	
	
	 W
	17.263
	14.639
	22.062
	26.930
	35.907
	13.465
	19.334
	22.735
	32.678
	
	
	
	
	

	KOB4-8880210268
	ECC-268
	kcal/h
	
	14.592
	21.992
	26.844
	35.793
	13.422
	19.273
	22.663
	32.575
	130,68
	26.700
	52
	268
	

	
	
	 W
	20.009
	16.968
	25.572
	31.215
	41.619
	15.607
	22.410
	26.352
	37.878
	
	
	
	
	

	KOB4-8880210357
	ECC-357
	kcal/h
	
	19.434
	29.288
	35.751
	47.667
	17.875
	25.667
	30.182
	43.382
	179,16
	32.500
	50
	310
	

	
	
	 W
	26.648
	22.597
	34.056
	41.570
	55.427
	20.785
	29.845
	35.095
	50.444
	
	
	
	
	

	KOB4-8880210402
	ECC-402
	kcal/h
	
	21.870
	32.960
	40.232
	53.643
	20.116
	28.885
	33.965
	48.820
	191,61
	53.000
	60
	406
	

	
	
	 W
	29.988
	25.430
	38.325
	46.782
	62.376
	23.391
	33.587
	39.495
	56.768
	
	
	
	
	

	KOB4-8880210570
	ECC-570
	kcal/h
	
	30.988
	46.702
	57.007
	76.009
	28.504
	40.928
	48.127
	69.176
	287,4
	52.000
	58
	473
	

	
	
	 W
	42.492
	36.033
	54.305
	66.287
	88.383
	33.144
	47.591
	55.962
	80.437
	
	
	
	
	


EVAPORADORES Serie ECR – Paso de aletas 4,5mm   “Kobol”                         60 Hz

	Código
	Modelo
	Unidad
	ENV
	Tevap = -5ºC
	Super.
	Caudal
	Dardo
	Peso
	

	
	
	
	328
	DT=5
	DT=7
	DT=8
	DT=10
	m²
	m³/h
	m.
	Kg.
	

	KOB4-8880200163
	ECR-163 
	kcal/h
	
	8.851
	13.424
	16.394
	21.859
	89,1
	11400
	25
	121
	

	
	
	 W
	13.814
	10.291
	15.610
	19.063
	25.418
	
	
	
	
	

	KOB4-8880200183
	ECR-183 
	kcal/h
	
	9.886
	14.995
	18.313
	24.417
	86,57
	18000
	40
	146
	

	
	
	 W
	15.430
	11.496
	17.436
	21.294
	28.392
	
	
	
	
	

	KOB4-8880200246
	ECR-246 
	kcal/h
	
	13.281
	20.145
	24.601
	32.802
	129,84
	17400
	38
	167
	

	
	
	 W
	20.729
	15.443
	23.424
	28.606
	38.141
	
	
	
	
	

	KOB4-8880200290
	ECR-290
	kcal/h
	
	15.661
	23.754
	29.009
	38.679
	129,84
	27000
	40
	199
	

	
	
	 W
	24.443
	18.210
	27.621
	33.731
	44.975
	
	
	
	
	

	KOB4-8880200354
	ECR-354
	kcal/h
	
	19158
	29.058
	35.487
	47.316
	178,02
	35200
	52
	268
	

	
	
	 W
	29.901
	22.276
	33.788
	41.264
	55.018
	
	
	
	
	

	KOB4-8880200468
	ECR-468
	kcal/h
	
	25.503
	38.379
	46.870
	62.494
	267,03
	31000
	50
	310
	

	
	
	 W
	39.493
	29.422
	44.627
	54.500
	72.667
	
	
	
	
	

	KOB4-8880200572
	ECR-572
	kcal/h
	
	30.932
	46.918
	57.298
	76.397
	285,66
	52500
	60
	406
	

	
	
	 W
	48.279
	35.968
	54.555
	66.625
	88.833
	
	
	
	
	

	KOB4-8880200753
	ECR-753
	kcal/h
	
	40.658
	61.669
	75.312
	100.416
	428,49
	51000
	58
	473
	

	
	
	 W
	63.458
	47.276
	71.708
	87.572
	116.763
	
	
	
	
	


CARACTERÍSTICAS COMUNES de EVAPORADORES   “Kobol”

	MODELOS
	Ventilador
	Potencia
	(A)
	Dimensiones
	Entrada
	Salida
	Resistencia

	
	N
	Ø mm.
	W
	220
	400
	A
	B
	C
	D
	E
	Ø
	Ø
	W(mod. XC)

	ECR-163
	ECC-121
	
	450
	1280
	4,2
	2,4
	2040
	1640
	500
	460
	730
	5/8”
	1 3/8”
	5.785

	ECR-183
	ECC-130
	2
	500
	1.720
	6
	3,5
	2.440
	2.040
	525
	485
	840
	5/8”
	1 3/8”
	7.175

	ECR-246
	ECC-182
	2
	500
	1.720
	6
	3,5
	2.440
	2.040
	525
	485
	840
	5/8”
	1 3/8”
	8.610

	------
	ECC-231
	2
	630
	1.440
	4,8
	2,8
	2.840
	2.440
	525
	485
	950
	7/8”
	1 3/8”
	12.000

	------
	ECC-268
	3
	500
	2.580
	9
	5,3
	3.440
	3.040
	525
	485
	840
	7/8”
	1 5/8”
	12.810

	ECR-290
	------
	3
	500
	2.580
	9
	5,3
	3.440
	3.040
	525
	485
	840
	7/8”
	1 3/8”
	--------

	ECR-354
	------
	3
	630
	2.160
	7,2
	4,2
	4.040
	3.640
	580
	540
	950
	7/8”
	1 5/8”
	--------

	ECR-468
	ECC-357
	3
	630
	2.160
	7,2
	4,2
	4.040
	3.640
	580
	540
	950
	1 1/8 - 7/8"
	2 1/8 -1 5/8"
	17.885

	ECR-572
	ECC-402
	3
	630
	6.900
	20,1
	11,6
	4.640
	4.240
	580
	540
	1.280
	1 1/8”
	2 1/8”
	23.800

	ECR-753
	ECC-570
	3
	630
	6.900
	20,1
	11,6
	4.640
	4.240
	580
	540
	1.280
	1 3/8”
	2 1/8”
	26.775
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